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Marking solutions
Far from being a luxury, the standard-compliant and permanent marking of the smallest 
components all the way up to entire industrial systems is actually a mark of quality 
demanded by customers in respect of modern, high-quality capital goods. 
Phoenix Contact offers you a wide range of solutions for industrial marking with 
thermal transfer printing. Professional total solutions for a multitude of applications are 
available to you ± from the right printing system, through the CLIP"PROJECT marking 
software right down to the appropriate marking material. Homogenous, interlinking 
systems with state-of-the-art technology simplify your processes. High-quality 
components ensure robust, durable and reliable marking of your working environment.
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The Phoenix Contact roll printers print 

labels and shrink sleeves as continuous 

or perforated material off the roll via the 

proven thermal transfer process.

The advantage of these formats is the quick 

and easy printing of large quantities of the 

same material, with a significantly reduced 

need for handling.

The comprehensive range includes markers 

in a vast range of designs for terminal 

block, cable and conductor, equipment and 

plant marking applications.

Roll formats and continuous formats
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Polyvinyl chloride
-30!C ¼ +80!C

Lettering field size 
[mm]

Length per roll
[m] 

Type Order No.

5.5 50 TMT (EX5,5)R 0803062

6.2 50 TMT (EX6,2)R 0803063

6.5 50 TMT (EX6,5)R 0803064

7.5 50 TMT (EX7,5)R 0803065

8 50 TMT (EX8)R 0803066

8.5 50 TMT (EX8,5)R 0803067

9.5 50 TMT (EX9,5)R 0828295

10 50 TMT (EX10)R 0803068

10.5 50 TMT (EX10,5)R 0803070

11 50 TMT2 (EX11)R 0802683

12 50 TMT (EX12)R 0803071

Polyester
-40!C ¼ +120!C

Terminal block 
width [mm]

Markers 
per strip 

Strips 
per roll

Type
Order No.

WH

4.2 24 1000 TMT  4 R 0816375

5.2 19 1000 TMT  5 R 0816430

6.2 16 1000 TMT  6 R 0816498

8.2 12 1000 TMT  8 R 0816553

10.2 10 1000 TMT  10 R 0816210

Unperforated 101.5 1 1000 TMT  100 R 0816605

Locking tool TMT  TOOL 0816650

TMT¼ material off the roll 

The TMT markers are available as pre-
perforated or continuous material. They are 
simply snapped into place in the marking 
grooves.

Terminal marking
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Polyester
-40!C ¼ +150!C

Lettering field 
size [mm]

Length of the 
strips [mm]

Strips 
per roll

Type
Order No.

WH TR

4.2 101 2500 TML (101X4,2)R TR 0816621

9.5 101 1000 TML (101X9,5)R TR 0816647

2.8 104 2500 TML (104X2,8)R 0801832

3.8 104 2500 TML (104X3,8)R 0801833

5 104 2500 TML (104X5)R 0801834

10 104 1500 TML (104X10)R 0801835

Polyester
-40!C ¼ +150!C

Lettering field 
size [mm]

Length per 
roll [m]

Strips 
per roll

Type
Order No.

WH

2.8 90 14 SK 2,8 WH:REEL 0805205

3.8 90 12 SK 3,8 WH:REEL 0805218

5 90 10 SK 5,0 WH:REEL 0805221

10 90 7 SK 10,0 WH:REEL 0812188

Polyester
-40!C ¼ +150!C

Lettering field 
size [mm]

Length per 
roll [m]

Strips 
per roll

Type
Order No.

WH SR TR

2.8 30 14 TML (EX2,8)R 0801836

3.8 30 12 TML (EX3,8)R 0801837

4.2 40 1 TML (EX4,2)R TR 0816715

5 30 10 TML (EX5)R 0801838

7 30 8 TML (EX7)R¼ 0830837 0830838

9.5 40 1 TML (EX9,5)R TR 0816634

10 30 7 TML (EX10)R 0801839

Terminal marking

TML¼ and SK¼ material off the roll

The TML¼ and SK¼ marking ranges enable 
the retroactive marking of zack marker strip 
and flat zack marker strip materials with a 
marking foil. The self-adhesive marker strips 
mark products which do not have a marker 
groove.
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Polyvinyl chloride
-50!C ¼ +110!C

Conductor 
diameter [mm]

Lettering field 
size [mm]

Markers 
per roll

Type
Order No.

WH YE

<3 13 x 10 5000 WML 3 (13X10)R 0800073

<5 25 x 10 3000 WML 5 (25X10)R ¼ 0817523 0830673

<5 25 x 10 10000 WML 5 (25X10)RL 0830676

<6 13 x 13 7000 WML 6 (13X13)R ¼ 0816252 0830674

<6 13 x 13 15000 WML 6 (13X13)RL 0830677

<7.5 13 x 13 4000 WML 7,5 (13X13)R 0800074

<7.5 17 x 9 1500 WML 7,5 (17X9)R 0828444

<7.5 25 x 13 2100 WML 7,5 (25X13)R 0800075

<12 25 x 19 1000 WML 12 (25X19)R 0800076

<14 25 x 19 1500 WML 14 (25X19)R ¼ 0817536 0817549

<14 25 x 19 5000 WML 14 (25X19)RL 0830678

<14 38 x 19 1000 WML 14 (38X19)R ¼ 0817552 0830675

<14 38 x 19 3000 WML 14 (38X19)RL 0830679

<18 12 x 12 2500 WML 18 (12X12)R 0817507

<20 31 x 25 500 WML 20 (31X25)R 0828457

<22 25 x 25 900 WML 22 (25X25)R 0800078

<36 25 x 38 500 WML 36 (25X38)R 0817510

<46 25 x 38 250 WML 46 (25X38)R 0800067

<14 25 x 19 750 WML-RFID/HF 14 (25X19)R0803386 *

Polyethylene -40!C ¼ +100!C WML HF with transparent protective foil, halogen-free

<3 13 x 10 5000 WML HF 3 (13X10)R ¼ 0830812 0830813

<5 25 x 10 3000 WML HF 5 (25X10)R ¼ 0830814 0830815

<7.5 13 x 13 4000 WML HF 7,5 (13X13)R ¼ 0830816 0830817

<14 25 x 19 1500 WML HF 14 (25X19)R ¼ 0830818 0830819

<22 25 x 25 900 WML HF 22 (25X25)R ¼ 0830820 0830821

<36 25 x 38 500 WML HF 36 (25X38)R ¼ 0830822 0830823

Polyolefin -40!C ¼ +60!C WML-FLAG with cable marking fla gs

<6 20 x 10 2500 WML-FLAG 6 (20X10)R 0830711

<6 20 x 10 2500 WML-FLAGV 6 (20X10)R 0830713

<6 30 x 10 2500 WML-FLAG 6 (30X10)R 0830712

<6 30 x 10 2500 WML-FLAGV 6 (30X10)R 0830714

Conductor marking

*) Transponder operating temperature -30!C ¼ +85!C
Due to the wide variety of cable and conductor types, the transponder function must always be checked by the end customer.

WML¼, WML HF¼ and WML-FLAG¼ 
material off the roll

The conductor marker labels WML¼ consist 
of a marking field and a transparent protective 
foil. The WML-FLAG conductor marking 
flags enable the marking of conductors 
with a diameter of up to 6 mm parallel and 
perpendicular to the conductor direction.
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1) A special ink ribbon is required for the marking of WMTB HF material (see page 13).

Polyether urethane
-25!C ¼ +80!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH BU DBU GN RD YE

40 x 12 1000 WMTB HF (40X12)R ¼ 0830407 0804977 0802991 0804978 0803314 0830408

55 x 15 1000 WMTB HF (55X15)R ¼ 0830409 0804979 0802992 0804980 0803315 0830410

55 x 25 500 WMTB HF (55X25)R ¼ 0830411 0804981 0802993 0804982 0803316 0830412

Polyester
-40!C ¼ +120!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH BU DBU GN RD YE

Material for PATG/PATO marking collars and KMK cable markers

10 x 4 7500 EMT (10X4)R 0816235 0816235

15 x 4 7500 EMT (15X4)R ¼ 0817329 0816249 0817332 0817358 0817329

23 x 4 5000 EMT (23X4)R ¼ 0817361 0817374 0817361

24 x 4 5000 EMT (24X4)R 0816265 0816265

25 x 6 5000 EMT (25X6)R 0817264 0817264

29 x 8 5400 EMT (29X8)R ¼ 0817277 0817280 0817277

40 x 17 2300 EMT (40X17)R 0817293 0817293

44 x 7 500 EMT (44X7)R 0819275 0819275

60 x 15 2500 EMT (60x15)R 0801846

Polyester
-40!C ¼ +120!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH

15 x 4 4000 WMT 2,4 (15X4)R 0816281

15 x 5 4000 WMT 3,5 (15X5)R 0817222

15 x 6 4000 WMT 4,2 (15X6)R 0817235

15 x 8 4000 WMT 5,5 (15X8)R 0817248

17 x 10 4000 WMT 8,4 (17X10)R 0817251

24 x 8 4000 WMTB (24X8)R 0816278

35 x 15 1700 WMTB (35X15)R 0817316

WMTB¼, WMTB HF¼, EMT¼, WMT¼ 
material off the roll
Markers of the WMTB¼ and WMTB HF¼ 
marker range are mounted using cable binders, 
markers of the EMT¼ range are suitable 
for insert collars, WMT¼ plastic labels are 
equipped with punched holes for threading 
markers. 1)

Conductor marking
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Polyolefin
-55!C ¼ +135!C

Conductor 
diameter [mm]

Lettering field size
[mm]

Markers 
per roll

Type Order No.

WH YE

0.8 ± 2.4 15 x 4 1000 WMS 2,4 (15X4)R ¼ 0800379 0800412
0.8 ± 2.4 15 x 4 4000 WMS 2,4 (15X4)RL 0800389
0.8 ± 2.4 15 x 4 10000 WMS 2,4 (15X4)RXL 0800396
0.8 ± 2.4 30 x 4 500 WMS 2,4 (30X4)R ¼ 0800373 0800407
0.8 ± 2.4 30 x 4 2000 WMS 2,4 (30X4)RL 0800386
0.8 ± 2.4 30 x 4 5000 WMS 2,4 (30X4)RXL 0800394
0.8 ± 2.4 60 x 4 250 WMS 2,4 (60X4)R ¼ 0800363 0800398
0.8 ± 2.4 60 x 4 1000 WMS 2,4 (60X4)RL 0800383
0.8 ± 2.4 60 x 4 2500 WMS 2,4 (60X4)RXL 0800392
1.0 ± 3.2 15 x 5 1000 WMS 3,2 (15X5)R ¼ 0800380 0800413
1.0 ± 3.2 15 x 5 4000 WMS 3,2 (15X5)RL 0800390
1.0 ± 3.2 30 x 5 500 WMS 3,2 (30X5)R ¼ 0800374 0800408
1.0 ± 3.2 30 x 5 2000 WMS 3,2 (30X5)RL 0800387
1.0 ± 3.2 30 x 5 5000 WMS 3,2 (30X5)RXL 0804268
1.0 ± 3.2 60 x 5 250 WMS 3,2 (60X5)R ¼ 0800364 0800399
1.0 ± 3.2 60 x 5 1000 WMS 3,2 (60X5)RL 0800384
1.0 ± 3.2 60 x 5 2500 WMS 3,2 (60X5)RXL YE 0803102
1.6 ± 4.8 15 x 9 1000 WMS 4,8 (15X9)R ¼ 0800382 0800414
1.6 ± 4.8 15 x 9 4000 WMS 4,8 (15X9)RL 0800391
1.6 ± 4.8 15 x 9 10000 WMS 4,8 (15X9)RXL 0800397
1.6 ± 4.8 30 x 9 500 WMS 4,8 (30X9)R ¼ 0800375 0800409
1.6 ± 4.8 30 x 9 2000 WMS 4,8 (30X9)RL 0800388
1.6 ± 4.8 30 x 9 5000 WMS 4,8 (30X9)RXL ¼ 0800395 08003313
1.6 ± 4.8 60 x 9 250 WMS 4,8 (60X9)R ¼ 0800366 0800400
1.6 ± 4.8 60 x 9 1000 WMS 4,8 (60X9)RL 0800385
1.6 ± 4.8 60 x 9 2500 WMS 4,8 (60X9)RXL ¼ 0800393 0803103
2.1 ± 6.4 15 x 10 1000 WMS 6,4 (15X10)R 0801593
2.1 ± 6.4 15 x 10 4000 WMS 6,4 (15X10)RL 0801594
2.1 ± 6.4 15 x 10 10000 WMS 6,4 (15X10)RXL 0801595
2.1 ± 6.4 30 x 10 500 WMS 6,4 (30X10)R ¼ 0800376 0800410
2.1 ± 6.4 60 x 10 250 WMS 6,4 (60X10)R ¼ 0800367 0800401
2.1 ± 6.4 60 x 10 2500 WMS 6,4 (60X10)RXL YE 0803104
3.1 ± 9.5 30 x 16 500 WMS 9,5 (30X16)R ¼ 0800377 0800411
 3.1 ± 9.5 30 x 16 2000 WMS 9,5 (30X16)RL 0804267
3.1 ± 9.5 60 x 16 250 WMS 9,5 (60X16)R ¼ 0800368 0800402
3.1 ± 9.5 60 x 16 1000 WMS 9,5 (60X16)RL ¼ 0803105 0803106
4.2 ± 12.7 30 x 20 500 WMS 12,7 (30X20)R 0804266
4.2 ± 12.7 60 x 20 250 WMS 12,7 (60X20)R ¼ 0800369 0800403
4.2 ± 12.7 60 x 20 1000 WMS 12,7 (60X20)RL YE 0803107
6.4 ± 19.1 60 x 30 250 WMS 19,1 (60X30)R ¼ 0800370 0800404
6.4 ± 19.1 60 x 30 1000 WMS 19,1 (60X30)RL YE 0803108
8.5 ± 25.4 60 x 40 250 WMS 25,4 (60X40)R ¼ 0800371 0800405
12.7 ± 38.1 60 x 60 250 WMS 38,1 (60X60)R ¼ 0800372 0800406

1) A special ink ribbon is required for the marking of WMS material (see page 13).

Conductor and cable marking with shrink sleeves

WMS... shrink sleeve 

The WMS¼ shrink sleeves are ideal for 
captive cable and conductor marking. The 
halogen-free, perforated material can be easily 
separated into smaller sections. The material is 
approved in accordance with UL 224 and has a 
shrinking ratio of 3:1. 1)
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Polyolefin
-55!C ¼ +135!C

Conductor 
diameter 

[mm]

Lettering field
size [mm]

Length per 
roll [m]

Type
Order No.

WH YE

0.8 ± 2.4 4 x E 30 WMS 2,4 (EX4)R¼ 0800289 0800415 0800300

0.8 ± 2.4 4 x E 120 WMS 2,4 (EX4)RL¼ 0800319 0800427 0800328

1.0 ± 3.2 5 x E 30 WMS 3,2 (EX5)R¼ 0800290 0800416 0800301

1.0 ± 3.2 5 x E 120 WMS 3,2 (EX5)RL¼ 0800320 0800428 0800329

1.6 ± 4.8 9 x E 30 WMS 4,8 (EX9)R¼ 0800291 0800418 0800302

1.6 ± 4.8 9 x E 120 WMS 4,8 (EX9)RL¼ 0800321 0800429 0800330

2.1 ± 6.4 10 x E 25 WMS 6,4 (EX10)R¼ 0800292 0800419 0800303

2.1 ± 6.4 10 x E 100 WMS 6,4 (EX10)RL¼ 0800322 0800430 0800331

3.1 ± 9.5 16 x E 20 WMS 9,5 (EX16)R¼ 0800293 0800421 0800304

3.1 ± 9.5 16 x E 80 WMS 9,5 (EX16)RL¼ 0800324 0800431 0800332

4.2 ± 12.7 20 x E 20 WMS 12,7 (EX20)R¼ 0800294 0800422 0800305

4.2 ± 12.7 20 x E 80 WMS 12,7 (EX20)RL¼ 0800325 0800432 0800333

6.4 ± 19.1 30 x E 20 WMS 19,1 (EX30)R¼ 0800295 0800423 0800306

6.4 ± 19.1 30 x E 80 WMS 19,1 (EX30)RL¼ 0800326 0800434 0800334

8.5 ± 25.4 40 x E 15 WMS 25,4 (EX40)R¼ 0800296 0800424 0800308

8.5 ± 25.4 40 x E 60 WMS 25,4 (EX40)RL¼ 0800327 0800435 0800335

12.7 ± 38.1 60 x E 15 WMS 38,1 (EX60)R¼ 0800298 0800425 0800309

16.9 ± 50.8 80 x E 15 WMS 50,8 (EX80)R¼ 0800299 0800426 0800311

1) A special ink ribbon is required for the marking of WMS material (see page 13).
2) A perforator and cutter device is required for perforating and cutting the continuous material to length (see page 12).

WMS¼ shrink sleeve (continuous) 

The shrinkable WMS¼ marker sleeves are 
perfectly suited to captive cable and conductor 
marking. The halogen-free, thin-walled sleeves 
can be cut to any length using the perforation 
cutter and are then easy to separate. 1) 2)

Conductor and cable marking with shrink sleeves
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Polyolefin
-30!C ¼ +105!C

Conductor 
diameter [mm]

Lettering field 
size [mm]

Markers 
per roll

Type
Order No.

WH YE

1.2 ± 2.4 15 x 4 4000 WMS-2 HF 2,4 (15X4) RL¼ 0801000 0801004
1.2 ± 2.4 30 x 4 2000 WMS-2 HF 2,4 (30X4) RL¼ 0801006 0801007
1.2 ± 2.4 60 x 4 1000 WMS-2 HF 2,4 (60X4) RL¼ 0801008 0801009
1.5 ± 3.2 15 x 5 4000 WMS-2 HF 3,2 (15X5) RL¼ 0801001 0801010
1.5 ± 3.2 30 x 5 2000 WMS-2 HF 3,2 (30X5) RL¼ 0801011 0801012
1.5 ± 3.2 60 x 5 1000 WMS-2 HF 3,2 (60X5) RL¼ 0801002 0801013
1.5 ± 3.2 60 x 5 2500 WMS-2 HF 3,2 (60X5) RXL 0810100
2.4 ± 4.8 15 x 9 4000 WMS-2 HF 4,8 (15X9) RL¼ 0801014 0801015
2.4 ± 4.8 30 x 9 2000 WMS-2 HF 4,8 (30X9) RL¼ 0801016 0801017
2.4 ± 4.8 60 x 9 1000 WMS-2 HF 4,8 (60X9) RL¼ 0801019 0801020
2.4 ± 4.8 60 x 9 2500 WMS-2 HF 4,8 (60X9) RXL 0810101
3.2 ± 6.4 30 x 10 2000 WMS-2 HF 6,4 (30X10) RL¼ 0801022 0801023

3.2 ± 6.4 60 x 10 1000 WMS-2 HF 6,4 (60X10) RL¼ 0801024 0801025
4.8 ± 9.5 15 x 16 4000 WMS-2 HF 9,5 (15X16) RL 0801003
4.8 ± 9.5 30 x 16 2000 WMS-2 HF 9,5 (30X16) RL¼ 0801026 0801027
4.8 ± 9.5 60 x 16 1000 WMS-2 HF 9,5 (60X16) RL¼ 0801028 0801029
6.4 ± 12.7 60 x 20 1000 WMS-2 HF 12,7 (60X20) RL¼ 0833200 0833201
9.5 ± 19.1 60 x 30 1000 WMS-2 HF 19,1 (60X30) RL¼ 0833202 0833203
12.7 ± 25.4 60 x 40 1000 WMS-2 HF 25,4 (60X40) RL¼ 0833204 0833205

19.1 ± 38.1 60 x 60 1000 WMS-2 HF 38,1 (60X60) RL¼ 0833206 0833207

Polyolefin
-30!C ¼ +105!C

Conductor 
diameter [mm]

Lettering field 
size [mm]

Length 
per roll

Type
Order No.

WH BU RD YE

1.5 ± 3.2 5 x E 30 WMS-2 HF 3,2 (EX5)R 0803994

1.5 ± 3.2 5 x E 120 WMS-2 HF 3,2 (EX5)RL 0803903 0833242

2.4 ± 4.8 9 x E 30 WMS-2 HF 4,8 (EX9)R¼ 0803995 0819991 0819992

2.4 ± 4.8 9 x E 120 WMS-2 HF 4,8 (EX9)RL¼ 0803904 0833243

3.2 ± 6.4 10 x E 25 WMS-2 HF 6,4 (EX10)R¼ 0819993 0819994

3.2 ± 6.4 10 x E 100 WMS-2 HF 6,4 (EX10)RL¼0803905 0833244

4.8 ± 9.5 16 x E 80 WMS-2 HF 9,5 (EX16)RL YE 0833245

6.4 ± 12.7 20 x E 80 WMS-2 HF 12,7 (EX20)RL¼0864100 0864102 0864101 0833246

9.5 ± 19.1 30 x E 80 WMS-2 HF 19,1 (EX30)RL¼ 0864103 0864105 0864104

12.7 ± 25.4 40 x E 80 WMS-2 HF 25,4 (EX40)RL¼0864106 0864108 0864107

19.1 ± 38.1 60 x E 80 WMS-2 HF 38,1(EX60)RL¼0864109 0864111 0864110

Conductor and cable marking with shrink sleeves

WMS-2 HF¼ shrink sleeve

The WMS-2 HF... shrink sleeves provide 
permanent and captive conductor and cable 
marking. The WMS-2 HF... materials have a 
shrink ratio of 2:1 and satisfy the requirements 
of DIN EN 45545-2 (R22/R23/R24: HL3). They 
are thus ideal for the railway industry.

1) A special ink ribbon is required for the marking of WMS material (see page 13).
2) A perforator and cutter device is required for perforating and cutting the continuous material to length (see page 12).

PHOENIX CONTACT  45

TRIAL MODE - a valid license will remove this message. See the keywords property of this PDF for more information.



46  PHOENIX CONTACT

Polyester
-40!C ¼ +150!C

Lettering field size 
[mm]

Markers 
per roll

Type
Order No.

WH SR YE

10 x 4 10000 EML (10X4)R 0815583
10 x 7 10000 EML (10X7)R¼ 0816663 0816676
15 x 6 2500 EML (15X6)R YE 0803275 0819288
15 x 9 2500 EML (15X9)R¼ 0815677 0816032 0816045

16.5 x 5 2500 EML (16,5X5)R¼ 0816702 0816728
16 x 7 10000 EML (16X7)R¼ 0818001 0816731

17.5 x 8 2500 EML (17,5X8)R¼ 0816744 0816757
19 x 6 2500 EML (19X6)R¼ 0816760 0800107
20 x 7 2500 EML (20X7)R YE 0816773
20 x 8 2500 EML (20X8)R¼ 0816786 0816799

21.5 x 21.5 2500 EML (21,5X21,5)R SR 0816812
24 x 3 2500 EML (24X3)R 0830291

24 x 4 2500 EML (24X4)R¼ 0800061 0803683
25.4 x 12.7 2500 EML (25,4X12,7)R¼ 0816825 0816838
26.5 x 7.5 1000 EML (26,5X7,5)R SR 0816841
26.5 x 12 2500 EML (26,5X12)R SR 0816854

26.5 x 17.5 2500 EML (26,5X17,5)R¼ 0816883 0816896
26.5 x 18.5 2500 EML (26,5X18,5)R SR 0816906
26.5 x 26.5 2500 EML (26,5X26,5)R SR 0816919

30 x 20 2500 EML (30X20)R¼ 0816922 0816935
30 x 25 1500 EML (32X25)R YE 0800020
36 x 25 1000 EML (36X25)R 0803136
38 x 17 2500 EML (38X17)R 0816951
40 x 6 2500 EML (40X6)R¼ 0830481 0830482
40 x 8 1000 EML (40X8)R¼ 0816980 0803712
40 x 15 2500 EML (40X15)R¼ 0815729
40 x 25 1000 EML (40X25)R¼ 0818027 0816977
47 x 22 1000 EML (47x22)R 0803907
50 x 10 2500 EML (50X10)R¼ 0830483 0830484
51 x 25 1000 EML (51X25)R¼ 0817028 0817002 0817031
70 x 32 1000 EML (70X32)R¼ 0817060 0817057 0817073
70 x 50 400 EML (70X50)R¼ 0817099 0817086
75 x 10 2500 EML (75X10)R¼ 0830485 0830486
80 x 20 1000 EML (80X20)R 0803138
90 x 5 2500 EML (90X5)R 0817109

100 x 30 500 EML (100X30)R YE 0801816
100 x 40 300 EML (100X40)R 0800286 0802697
100 x 73 300 EML (100X73)R¼ 0817125 0817112 0817138
100 x 90 250 EML (100X90)R¼ 0817154 0817141
105 x 23 1000 EML (105X23)R 0803137

¼ x ¼*) Variable EML (¼X¼)R¼ 0803059 0803083 0803060

Equipment marking

*) Material configurable in accordance with customer requirements, max. width 100!mm, max. height 500!mm.

EML... material off the roll 

The self-adhesive EML... device markers made 
of high-grade polyester have been developed 
for the marking of equipment in control, 
systems and control cabinet manufacturing. 
The device markers are characterized by their 
high adhesive strength and an accurate printing 
quality that is resistant to solvents. 
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Equipment marking

Polyester
-40!C ¼ +150!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH TR SR YE

16.5 x 5 10000 EML (16,5X5)RL¼ 0816113 0816126
17.5 x 8 10000 EML (17,5X8)RL YE 0816139
18 x 6 10000 EML (18X6)RL YE 0828460
18 x 7 10000 EML (18X7)RL YE 0802733

19 x 6.4 10000 EML (19X6,4)RL 0816142
20 x 8 10000 EML (20X8)RL YE 0816155
20 x 8 20000 EML (20X8)RXL 0802762

25.4 x 12.7 10000 EML (25,4X12,7)RL 0816087
38.1 x 19 10000 EML (38,1X19)RL 0816171

50.8 x 25.4 3000 EML (50,8X25,4)RL 0816184
69.8 x 31.8 3000 EML (69,8X31,8)RL 0816197
76.2 x 6.5 2500 EML (76,2X6,5) RL YE 0816207

101.6 x 25.4 1000 EML (101,6X25,4)RL SR 0815790
é 17.5 2500 EML (D17,5)R 0815774

Length per roll

20 x E 40 m EML (20XE)R¼ 0803452 0803453
37 x E 90 m EML (37XE)R TR 0815716
100 x E 90 m EML (100XE)RL SR 0815787
70 x E 40 m EML (70XE)R 0816676
110 x E 40 m EML (110XE)R¼ 0815596 0801994 0815606

EML... material off the roll 

The EML labels are suitable for universal 
marking. They are particularly robust with 
regard to solvents and oils. In large rolls, they 
are particularly well suited to industrial use 
and the processing of large quantities.
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Acrylate
-40!C ¼ +180!C

Lettering field size 
[mm]

Markers 
per roll

Type
Order No.

WH

15 x 6 4000 EML-HT (15X6)R 0830644

15 x 15 4000 EML-HT (15X15)R 0800341

20 x 7 4000 EML-HT (20X7)R 0830645

40 x 15 1000 EML-HT (40X15)R 0800339

50 x 10 1000 EML-HT (50X10)R 0800338

¼ x ¼*) Variable EML-HT (¼X¼)R 0803086

Large roll, single-web format ± printing with THERM OMARK ROLL with external media hub

8 x 8 10000 EML-HT (8X8)RL-T 0830651

15 x 6 10000 EML-HT (15X6)RL-T 0830652

15 x 15 8000 EML-HT (15X15)RL-T 0830653

20 x 7 10000 EML-HT (20X7)RL-T 0830654

24 x 4 10000 EML-HT (24X4)RL-T 0830655

25 x 8 10000 EML-HT (25X8)RL-T 0830656

25.4 x 12.7 10000 EML-HT (25,4X12,7)RL-T 0830657

32 x 10 10000 EML-HT (32X10)RL-T 0830658

35 x 6.5 10000 EML-HT (35X6,5)RL-T 0830659

40 x 15 8000 EML-HT (40X15)RL-T 0830660

45 x 5 10000 EML-HT (45X5)RL-T 0830661

50 x 10 10000 EML-HT (50X10)RL-T 0830662

Multi-web
format

Single-web
format

1) A special ink ribbon is required for the marking of high-temperature labels (see page 13).
*) Material configurable in accordance with customer requirements, max. width 100!mm, max. height 500!mm

EML-HT... material off the roll

The self-adhesive EML-HT markers have been 
specially developed for high temperatures 
and are permanently durable at temperatures 
ranging from -40"C to 180"C, and can 
withstand up to +300"C for 60 seconds.1)

Equipment marking
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Polyester
-40!C ¼ +150!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH

8 x 8 4000 EML-ESD (8X8)R 0830564

15 x 6 4000 EML-ESD (15X6)R 0830565

15 x 15 4000 EML-ESD (15X15)R 0830566

20 x 7 4000 EML-ESD (20X7)R 0830567

24 x 4 4000 EML-ESD (24X4)R 0830568

25 x 8 4000 EML-ESD (25X8)R 0830569

25.4 x 12.7 2500 EML-ESD (25,4X12,7)R 0830570

35 x 6.5 2500 EML-ESD (35X6,5)R 0830572

40 x 15 2500 EML-ESD (40X15)R 0830573

50 x 10 1000 EML-ESD (50X10)R 0830575

¼ x ¼*) Variable EML-ESD (¼X¼)R 0803092

Large roll, single-web format ± printing with THERMOMARK ROLL with external media hub

8 x 8 10000 EML-ESD (8X8)RL-T 0830576

15 x 6 10000 EML-ESD (15X6)RL-T 0830577

15 x 15 8000 EML-ESD (15X15)RL-T 0830578

20 x 7 10000 EML-ESD (20X7)RL-T 0830579

24 x 4 10000 EML-ESD (24X4)RL-T 0830580

25 x 8 10000 EML-ESD (25X8)RL-T 0830581

25.4 x 12.7 10000 EML-ESD (25,4X12,7)RL-T 0830582

32 x 10 10000 EML-ESD (32X10)RL-T 0830583

35 x 6.5 10000 EML-ESD (35X6,5)RL-T 0830584

40 x 15 8000 EML-ESD (40X15)RL-T 0830585

45 x 5 10000 EML-ESD (45X5)RL-T 0830586

50 x 10 10000 EML-ESD (50X10)RL-T 0830587

Multi-web
format

Single-web
format

*) Material configurable in accordance with customer requirements, max. width 100!mm, max. height 500!mm

EML-ESD material off the roll

EML-ESD labels provide secure marking for 
sensitive components such as printed-circuit 
boards. The adhesive used here prevents the 
passage of electricity and thus protects the 
component against electrostatic discharge. 

Equipment marking
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*) Material configurable in accordance with customer requirements, max. width 100!mm, max. height 500!mm

Polyester
-40!C ¼ +120!C

Lettering field 
size [mm]

Markers 
per roll

Type
Order No.

WH

8 x 8 4000 EML-RM (8X8)R 0830528

15 x 6 4000 EML-RM (15X6)R 0830529

15 x 15 4000 EML-RM (15X15)R 0830530

20 x 7 4000 EML-RM (20X7)R 0830531

24 x 4 4000 EML-RM (24X4)R 0830532

25 x 8 4000 EML-RM (25X8)R 0830533

25.4 x 12.7 2500 EML-RM (25,4X12,7)R 0830534

35 x 6.5 2500 EML-RM (35X6,5)R 0830536

40 x 15 2500 EML-RM (40X15)R 0830537

45 x 5 2500 EML-RM (45X5)R 0830538

70 x 50 1000 EML-RM (70X50)R 0803186

25 x E 40 m EML-RM (25XE)R 0803713

¼ x ¼*) Variable EML-RM (¼X¼)R 0803093

Large roll, single-web format ± printing with THERMOMARK ROLL with external media hub

8 x 8 10000 EML-RM (8X8)RL-T 0830540

15 x 6 10000 EML-RM (15X6)RL-T 0830541

15 x 15 8000 EML-RM (15X15)RL-T 0830542

20 x 7 10000 EML-RM (20X7)RL-T 0830543

24 x 4 10000 EML-RM (24X4)RL-T 0830544

25 x 8 10000 EML-RM (25X8)RL-T 0830545

25.4 x 12.7 10000 EML-RM (25,4X12,7)RL-T 0830546

32 x 10 10000 EML-RM (32X10)RL-T 0830547

35 x 6.5 10000 EML-RM (35X6,5)RL-T 0830548

40 x 15 8000 EML-RM (40X15)RL-T 0830549

45 x 5 10000 EML-RM (45X5)RL-T 0830550

50 x 10 10000 EML-RM (50X10)RL-T 0830551

25 x E 30 m EML-RM (25XE)RL 0804195

Lettering field size
[mm]

Markers per roll Type
Order No.

WH SR

45.7 x 45.7 250 EML-RS (45,7X45,7)R 0803387 0803187

Multi-web
format

Single-web
format

EML-RM... material off the roll

The EML-RM labels can be removed without 
leaving any residue and are therefore 
particularly suitable for temporary marking.

Equipment marking with self-adhesive labels

50  PHOENIX CONTACT

TRIAL MODE - a valid license will remove this message. See the keywords property of this PDF for more information.



PHOENIX CONTACT  51

Polyester
-40!C ¼ +150!C

Lettering field size
[mm]

Markers per roll Type
Order No.

WH

10 x 4 10000 EML-EX (10X4)R 0803251

15 x 9 2500 EML-EX (15X9)R 0803253

20 x 8 2500 EML-EX (20X8)R 0803254

30 x 20 2500 EML-EX (30X20)R 0803255

40 x 25 1000 EML-EX (40X25)R 0803256

70 x 50 400 EML-EX (70X50)R 0803257

100 x 40 300 EML-EX (100X40)R 0803258

100 x 73 300 EML-EX (100X73)R 0803259

100 x 90 250 EML-EX (100X90)R 0803260

Polyester
-40!C ¼ +150!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH SR

15 x 9 2500 EML-HA (15X9)R 0830600 0830611

19 x 6 2500 EML-HA (19X6)R 0830601 0830612

26.5 x 12 2500 EML-HA (26,5X12)R 0830603 0830614

40 x 8 2500 EML-HA (40X8)R 0830604 0830615

40 x 15 1000 EML-HA (40X15)R 0830605 0830616

51 x 25 1000 EML-HA (51X25)R 0830729 0830733

60 x 30 1000 EML-HA (60X30)R 0830606 0830617

70 x 32 1000 EML-HA (70X32)R 0830607 0830618

70 x 50 1000 EML-HA (70X50)R 0830730 0830734

70 x 150 250 EML-HA (70X150)R 0830608 0830619

76 x 51 1000 EML-HA (76X51)R 0830609 0830620

85 x 32 1000 EML-HA (85X32)R 0830610 0830621

100 x 73 300 EML-HA (100X73)R 0830731 0830735

100 x 90 250 EML-HA (100X90)R 0830732 0830736

¼ x ¼*) Variable EML-HA (¼X¼)R¼ 0803089 0803091

Multi-web
format

*) Material configurable in accordance with customer requirements, max. width 100!mm, max. height 500!mm

EML-EX¼ and EML-HA¼ material off 
the roll

EML-EX¼ labels are particularly suitable for 
potentially explosive areas. They have a high 
wipe resistance to media such as acetone, 
ethanol and MEK.
EML-HA¼ labels are suitable for structured 
surfaces due to their high adhesive strength.

Equipment marking
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Polyester
-40!C ¼ +120!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH BU RD SR

13 x 9 500 EMLP (13X9)R 0819453
17 x 7 500 EMLP (17X7)R 0826844

17.5 x 12 500 EMLP (17,5X12)R 0819466
17.5 x 15 500 EMLP (17,5X15)R ¼ 0802684 802685

20 x 7 500 EMLP (20X7)R 0819479
 20 x 8 500 EMLP (20X8)R 0819482
22 x 12 500 EMLP (22X12)R 0819495
22 x 22 500 EMLP (22X22)R SR 0825528
27 x 8 500 EMLP (27X8)R SR 0819518

27 x 12.5 500 EMLP (27X12,5)R SR ¼0804488 0819521
27 x 18 500 EMLP (27X18)R SR 0819534
27 x 27 500 EMLP (27X27)R SR 0827467
45 x 15 500 EMLP (45X15)R¼ 0801820 0819547
45 x 25 500 EMLP (45X15)R 0802727
60 x 30 250 EMLP (60X30)R¼ 0819505 0804275 0804276 0801729
65 x 25 250 EMLP (65X25)R 0802728

D30 500 EMLP (D30)R RD 0803437

Multi-web
format

Polyester
-40!C ¼ +120!C

Lettering field 
size [mm]

Markers 
per roll

Type
Order No.

WH GN RD SR YE

Label for 24 mm buttons

30 x 12 500
EMLP 24 
(30X12)R¼

0819550 0819589 0819576 0819563

Label for 30 mm buttons

45 x 10 500
EMLP 30 
(45X10)R¼

0801855 0801858 0801857

Polyester
-40!C ¼ +120!C

Lettering field 
size [mm]

Length per 
roll [m]

Type
Order No.

WH BU RD SR YE

Label for 15 mm buttons

15 x E 20
EMLP 
(EX15)R¼

0802686 0803279 0803277 0803280 0802687 0803276

Label for 30 mm buttons

30 x E 20
EMLP 
(EX30)R¼

0802688 0803436 0802689

Multi-web
format

EMLP... material off the roll

The self-adhesive EMLP labels have a high-
quality appearance and a high resistance to 
chemical and mechanical influences. These 
markers are for marking components, 
equipment and buttons.

Equipment marking
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Polyamide
-40!C ¼ +150!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

WH YE

15 x 9 2500 EMLC (15X9)R YE 0800236

17.5 x 8 2500 EMLC (17,5X8)R YE 0800237

20 x 5.5 2500 EMLC (20X5,5)R 0817617

20 x 8 2500 EMLC (20X8)R¼ 0815680 0800235

20 x 8 2500 EMLC (20X8)RL YE 0815800

25 x 8 2500 EMLC (25X8)R YE 0800240

25.4 x 12.7 2500 EMLC (25,4X12,7)R YE 0800238

38 x 17 1000 EMLC (38X17)R YE 0800557

40 x 5.5 1000 EMLC (40X5,5)R 0817620

40 x 8 1000 EMLC (40X8)R¼ 0800554 0800555

51 x 25 750 EMLC (51X25)R YE 0800558

¼ x ¼*) Variable EMLC (¼X¼)R¼ 0803084 0803085

Polyvinyl chloride
-40!C ¼ +90!C

Length per 
roll

Type
Order No.

WH BU OG RD TR SR YE

48 m EMLF (108XE)R¼ 0800549 0804197 0804199 0804198 0800552 0800551 0800550

Multi-web
format

Polyester
-40!C ¼ +150!C

Lettering field size
[mm]

Markers 
per roll

Type
Order No.

SR

15 x 9 2500 EMLS (15X9)R SR 0800347
19 x 6 2500 EMLS (19X6)R SR 0800343
20 x 20 1000 EMLS (20X20)R SR 0800344

26.5 x 12 1000 EMLS (26,5X12)R SR 0800353
38.1 x 19 1000 EMLS (38,1X19)R SR 0800354

40 x 8 1000 EMLS (40X8)R SR 0800348
45 x 15 1000 EMLS (45X15)R SR 0800345
60 x 30 500 EMLS (60X30)R SR 0800355
70 x 32 500 EMLS (70X32)R SR 0800346
70 x 150 100 EMLS (70X150)R SR 0800351
76 x 51 250 EMLS (76X51)R SR 0800350
85 x 32 250 EMLS (85X32)R SR 0800356

¼ x ¼*) Variable EMLS (¼X¼)R SR 0803088

Multi-web
format

*) Material configurable in accordance with customer requirements, max. width 100!mm, max. height 500!mm

Equipment marking

EMLC¼/EMLF¼ and EMLS¼ material 
off the roll

EMLC fabric labels enable sticking over edges. 
EMLF labels are made of a particularly soft 
PVC which molds itself well to the form of 
uneven surfaces.
EMLS labels show evidence of tampering by 
leaving behind a pattern both in the label and 
on the surface of the equipment.
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Polyamide
-40!C ¼ +120!C

Lettering field 
size [mm]

Markers 
per roll

Type
Order No.

WH GY RD TQ YE

Material for Siemens controllers

50 x 26 500 EMT (50X26)R¼ 0800052 0800053 0800054

50 x 13 500 EMT (50/28X13)R¼ 0800049 0832082 0800050 0800438

103 x 17 500 EMT (103X17)R¼ 0800039 0800041 0800436

103 x 23 500 EMT (103X23)R¼ 0800040 0800042 0800437

31 x 12.5 500 EMT (31X12,5)R¼ 0800008 0801612 0802764

13 x 109 500 EMT (13X109)R¼ 0803894 0803898 0803897 0803895

23 x 109 500 EMT (23X109)R¼ 0803457 0803460 0803458 0803459

14 x E 30 m EMT (EX14)R¼ 0803461 0803462 0803463

Material for VIPA SILO and Murrelektronik bus nodes

9.8 x 38.2 500 EMT (9,8X38,2)R¼ 0803893 0803892

Material for Phoenix Contact Inline systems

35 x 18.7 500 EMT (35X18,7)R 0801831

62 x 10 500 EMT (62X10)R¼ 0800057 0800477

62 x 46 250 EMT (62X46)R¼ 0800059 0800478

Material for Phoenix Contact group marker carriers

60 x 10 2500 EMT (60X10)R 0804288

Material for Phoenix Contact ME-IO housings

80 x 15.5 100 EMT (80X15,5)R 0804286

Material for Phoenix Contact Axioline systems

35 x 18.7 500 EMT (35X18,7)R 0801831

35 x 28 500 EMT (35X28)R ¼ 0801602 0801603

35 x 46 500 EMT (35X46)R ¼ 0801604 0801605

Polyvinyl chloride
-30!C ¼ +80!C

Lettering field size 
[mm]

Length per roll [m] Type
Order No.

WH

Material for Phoenix Contact group marker carriers

E x 15 50 EMT (EX15)R 0830671

EMT... material off the roll 

A range of EMT markers for snapping in 
is available in various sizes and colors for 
the marking of controllers and modules, 
including those from other manufacturers.

Equipment marking
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Polyvinyl chloride
-40!C ¼ +90!C

Lettering field size 
[mm]

Markers 
per roll

Type
Order No.

WH BU YE

Warning label, triangular, in accordance ISO 7010
25 x 25 500 PML-W100 (25X25)R 0830429
50 x 50 500 PML-W100 (50X50)R 0830430

100 x 100 250 PML-W100 (100X100)R 0830431
Warning label, triangular, additional rectangular l ettering field, in accordance with ISO 7010

25 x 25 500 PML-W200 (25X25)R 0830451
50 x 50 500 PML-W200 (50X50)R 0830452

100 x 100 250 PML-W200 (100X100)R 0830453
Warning label, rectangular, in accordance ISO 7010

52 x 26 500 PML-W300 (52X26)R 0830458
74 x 37 500 PML-W300 (74X37)R 0830459
105 x 52 250 PML-W300 (105X52)R 0830460

Mandatory sign, round, in accordance with ISO 7010
D50 500 PML-M100 (D50)R 1014180
D100 250 PML-M100 (D100)R 1014181

Prohibition sign, round, in accordance with ISO 701 0
D50 500 PML-P100 (D50)R 1014225

D100 250 PML-P100 (D100)R 1014226

Magnetic tape
-30!C ¼ +55!C

Lettering field
size [mm]

Length [m] Type
Order No.

WH SR YE

20 x E 15 PMM (EX20)R¼ 1014303 1014305 1014304
25 x E 15 PMM (EX25)R¼ 1014306 1014308 1014307
30 x E 15 PMM (EX30)R¼ 1014309 1014311 1014310
40 x E 15 PMM (EX40)R¼ 1014312 1014314 1014313
50 x E 15 PMM (EX50)R¼ 1014315 1014317 1014316

Easy assembly with the THERMOMARK CUTTER

PMM¼ magnetic label as material off 
the roll

The PMM magnetic labels in continuous 
format enable an individual and flexible 
marking solution, e.g. for marking stock. 
With its high adhesive strength, the 
flexible magnetic tape will also adhere to 
round objects with a radius from 12 mm.

PML¼ material off the roll

Unmarked warning, mandatory and 
prohibition signs enable the creation of 
individual safety notes. The highly flexible, soft 
PVC labels mold themselves very well to the 
form of structured surfaces.

Plant marking
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Polyester
-40!C ¼ +150!C

Flowing substance Group Font Type Quantity Order No.

Please use the external media hub THERMOMARK ROLL-ERH for printing format "52x560" with the THERMOMARK ROLL.

Oxygen 0 White
PML-T110 (26X280)R 250 1014247

PML-T110 (52X560)R 250 1014248

Water 1 White
PML-T101 (26X280)R 250 1014229

PML-T101 (52X560)R 250 1014230

Water vapor 2 White
PML-T102 (26X280)R 250 1014231

PML-T102 (52X560)R 250 1014232

Air 3 Black
PML-T103 (26X280)R 250 1014233

PML-T103 (52X560)R 250 1014234

Flammable gases 4 Black
PML-T104 (26X280)R 250 1014235

PML-T104 (52X560)R 250 1014236

Non-flammable gases 5 Black
PML-T105 (26X280)R 250 1014237

PML-T105 (52X560)R 250 1014238

Acids 6 Black
PML-T106 (26X280)R 250 1014239

PML-T106 (52X560)R 250 1014240

Alkalis 7 White
PML-T107 (26X280)R 250 1014241

PML-T107 (52X560)R 250 1014242

Flammable liquids and 
suspended solids

8 White
PML-T108 (26X280)R 250 1014243

PML-T108 (52X560)R 250 1014244

Non-flammable
liquids and
suspended solids

9 White
PML-T109 (26X280)R 250 1014245

PML-T109 (52X560)R 250 1014246

Plant marking

PML-T¼ pipeline markers

The pre-colored PML-T¼ pipeline markers 
enable the individual marking of pipelines in 
accordance with DIN 2403. The arrowhead is 
pre-perforated for separation so that the flow 
direction can be marked.
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Polyester
-40!C ¼ +150!C

Lettering field size 
[mm]

Markers per roll Type
Order No.

WH

Hazardous substances label, square, in accordance w ith the international GHS standard

13x13 500 PML-GHS100 (13X13)R 1014289

25x25 500 PML-GHS100 (25X25)R 1014290

PML-GHS... hazardous substances labels

The self-adhesive hazardous substance labels 
are characterized by their high adhesive 
strength and temperature resistance. A variety 
of symbols is available in the CLIP!PROJECT 
marking software.

Plant marking
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